
Item Unit

1 Installation Class (Outdoor / Indoor) -

2 Manufacturer's Name -

3 Manufacturer's Country -

Wire shield: TIS 782/E

Tape shield:  TIS 784/E

5 Pollution Level -

6 Creepage  Distance mm

7 Number of Rain Sheds Pcs

8 Overall Length, Total (max) mm

9 Material -

10 Color

11 Non Tracking -

12 System Frequency        Hz

(U0) 3.6

Nominal voltage (U) 6

Maximum voltage (Um) 7.2

14 AC Voltage Wet Withstand (1 min at 4 U0)      kV(r.m.s)

15 AC Voltage Dry Withstand (5 min at 4.5 U0)           kV(r.m.s)

16 DC Voltage Dry Withstand (15 min at 4 U0)        kV

Technical Data Sheet 

for  Indoor, Singel Core, 7.2 kV Heat shrinkable Cable Termination 

300

Heat Shrinkable Cross Linked Polyethylene

Yes

50

Indoor

-

Manufacturer's Type and Identification -

Very Heavy

4

Voltage13

Red

14.5

14.5

kV

16

Values

ITALY / IRAN 

Description

Elcon Megarad / Shahin Mafsal

300

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL



Item Unit ValuesDescription

17
Full Wave Withstand Test (Impulse Voltage Type Test on Complete 

Terminals 1/50 micro sec)   
kV(r.m.s)

18 Partial Discharge (at 1.73 U0)    pC

19 Method of Connecting Cable Core to Sealing end Terminal -

20 Material of Terminal -

21 Altitude Above Sea Level   m

22 Absolute Minimum/Maximum Temperature                     °C

24 Dielectric Strength of Insulation Tube        kV/mm

25 Water Absorption of Insulation Tube  -

26 Volume resistivity of insulation tube Ωcm

27 Short Circuit (Thermal&Dynamic) kA

<5

Crimping / Shear Bolt

AL/CU /Bimetal

Up to 2500

(-40 to +60)

IEC60502-4

CENELEC HD 62823

 ≥1*10
13

Applicable Technical Standards

60

CENELEC HD 629

-

In Conformity with Standard HD628

 and According to The Size of Cable Conductors

≤0.1%

SHAHIN MAFSAL Co.

≥20

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL

SHAHIN MAFSAL


